
BATE FADO


by Jonas & Lander 





TECHNICAL RIDER


.




SCENIC SPACE AND SCENOGRAPHY


Stage Machinery


Paneling
Black Stage with "Italian" style paneling - (in smaller stages, the possibility of  "German" arrangement 
should be analyzed)


Stage

- Stage with black wooden floor; 

- Useful stage area (greater than):
Downstage width > 12m
Depth > 10m

Minimum grid height > 8m
Downstage height > 7m

Movements and maneuvers 

- The show starts with curtain closed. The curtain should open/close in a horizontal and timed 

movement (during the show we need a local Technician to operate);

- The curtain opens and closes 3x during the show;

- During a moment in the performance, the entire bandstand structure shakes. The movement is 

created by a pull on the central scenic suspension bar of  the bandstand.

- Operation of  the stage machinery movements by the local technical team is required.


Note: The performers of  this show use dance boots with heels that might damage the stage floor.


Scenography

The scenography of  the show is composed of  a bandstand in the center of  the stage suspended 
from the grid, a black cross decorated with balloons and lines on the stage created with white 
linoleum tape.
The bandstand consists of  4 hexagons built of  wood, with LED tape all around, 6 columns 
with Pinspot inside the top base, and a tube made with lighting filter to the bottom base. The 
pinspots are connected to a dimmer circuit.
1 smoke machine (no haze) is needed, placed in the middle of  the sub-stage, at the beginning 
of  the downstage, so that, using the gaps in the stage quarters it makes the smoke immerse.
All materials for the suspension of  the set are provided by the production of  the show.




Work Schedule and Resources


Day -2: pre-assembly (local team - morning and afternoon)

Day -2: 1 shift (night)

Day -1: 3 work shifts

Show day: 3 work shifts (morning only in case of  necessity)  


Local team
- 2 Light technicians, 2 sound technicians, 2 machinist/stage technician, 1 technical director;

- 1 person for filling and placing the balloons on the cross;


Please consider a lighting pre-set up must be done before the first shift.

Requests to the host entity:

- 4 wooden stools similar to this one: 

- 3 simple acoustic guitars (light and with nylon strings), one of  them left-handed;

- Washing and ironing service if  the show has more than 1 performance and/or if  it 
is included in a tour with other Theaters.


Backstage

- Intercom;

- Backstage lights for passages and costume changes, including a stronger light in the back left corner 
of  the stage to illuminate a prop;

- Water bottles for the day of  the show.


Dressing rooms

- 4 dressing rooms required: 1 large, ideally at stage level, and 3 dressing rooms for 3 people each;

- At least 20 hangers with trouser stands are needed;

- Internet (Wi-Fi) available;

- Catering is requested for the day of  the general rehearsal and the day(s) of  the performance (tea, 
coffee, nuts, chocolate, cookies, fruit, etc.), and water.




LIGHT

- 2x Robe T1 profile (or equivalent)

- 12x Robe Wash 800X - LED 37x15w, RGBW, Zoom 8º/63º (or similar)

- 4x Pcs 1kW Robert Julliat 310H with barndoors

- 11x Profiles 1Kw 16º/35º - RJ 600SX series (or similar)

- 8x Profiles 1Kw 28º/54º - RJ 600SX series (or similar)

- 9x 2Kw trimmer 15º/40º - RJ 700SX series (or similar)

- 24x Par64 CP61

- 2x Par64 (SAFEX)

- 1x Hazer

- 1x Smoke Machine

- 1x MA2 Light

- L201 Filters






SOUND

PA (Public Address)	 	 	 	 	 	 	 	 	 	 	  
The system must be installed, in phase and 100% operational. 	 	 	 	 	
It must have a minimum of  3 channels (l-Acoustics, Nexo, Meyersound…), with an appropriate size 
for the room, capable of  reproducing a reading of  110dBSPL(A), in the position of  the FOH 
mixing console and with a distribution across space, using Subwoofer, front fills and delay towers if  
necessary.	 	 


This show uses surround sound, configured in L-R and auxiliary post-fader.  		 	 


FOH Mixer: 	 	 	 	 	 	 	 	 	 	 	
Yamaha CL5, Soundcraft Vi Series ou Digico SD Series

Minimum of  32 inputs, 8 aux out + 4 FX Aux. 	 	 	 	 	 	 	
The desk should be in the center of  the space, forming an equilateral triangle with the PA.	 

	 	 

Monitors:	 	 	 	 	 	 	 	 	 	 	 	    
6x equal Tops (minimum 12”) are needed to place 3 lines along the sides of  the stage. 4 x dark 
tripods, with a height around 1.80 m, on the front and middle row. Monitoring is done by the FOH 
desk.	 	 


Wireless System:	 	 	 	 	 	 	 	 	 	 	   
.8x Shure ULX-D ou superior (470 - 600MHZ)

.7x Bodypack Transmitter (470 - 600MHZ)

.1 x Hand Mic Transmitter (470 - 600MHZ)	 	 	 	 	 	 	 	 	 

.5 x 6,3 Guitar Jack adapters (unbalanced) compatible with wireless system (ex: WA 304)

Note: it is the responsibility of  the host space to provide batteries.



INPUT LIST

CH INSTRUMENT MIC / DI OBS WIRELESS

1 Guit. Portuguesa 1 Adaptador Jack - Emissor Wireless RF 1

2 Guit. Portuguesa 2 Adaptador Jack - Emissor Wireless RF 2

3 Viola Adaptador Jack - Emissor Wireless RF 3

4 Bass Adaptador Jack - Emissor Wireless RF 4

5 Tiago Headset Sennheiser HSP 2 beige or Dpa 4066 RF 5

6 Jonas Headset Sennheiser HSP 2 beige or Dpa 4066 RF 6

7 Jonas Headset Spare Sennheiser HSP 2 beige or Dpa 4066 RF 7

8/9 Shotguns Front 2x Sennheiser MKH 416

10/11 Shotguns Back 2x Sennheiser MKH 416 

12/13 Shoes Front 2x Crown PCCs Taped on Floor

14/15 Shoes Back 2x Crown PCCs Taped on Floor

18/19 iPod on Stage 2x Active DI & Mini Jack

20 Talkback Stage Wireless SM58 RF 8

Local FX1 Return LR

Local FX2 Return LR

Local FX3 Return LR

Local FX4 Return LR

FOH LAPTOP 2 Active DI

FOH Talkback Regie SM58

AUX MIXES

MIX Monitors Placement OBS.

1 & 2 Monitors 1 & 2 Row 1 (Front Stage) Stereo

3 & 4 Monitors 3 & 4 Row 2 (Middle Stage) Stereo

5 & 6 Monitors 5 & 6 Row 3 (Back of Stage) Stereo

7 & 8 Surround Stereo



FINAL NOTES

Please contact the technical direction if  any changes need to be made to the present rider. Thank you 
for respecting this rider and the show Bate Fado!


Crew Bate Fado
Bruno Santos / Jean-Pierre Legout (alternatively) | technical direction and light operation | +351 966 
466 490, bruno.anguluz@gmail.com / +33 6 03 52 49 80, jplegout@orange.fr
Filipe Peres | sound technique | +351 919 999 143, filipepperes@hotmail.com
Inês Le Gué | head of  production | +351 928 158 327, ineslegue@jonaslander.com
Jonas e Lander | artistic direction | +351 939 810 113 and +351 964 459 896
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